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Imaging DITR film for positives or negatives 
This film can be imaged either way, depending on how the TIFF Assembler layout is set 

1. Open TIFF Assembler, the icon is in the task bar and on the desktop 

 

2. The window will open with blank space. 

From the File menu triangle, open a prepared layout to use. 

 

3. Pick either a full sheet or half sheet depending on how many images 
you need to do. 
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4. The layout looks like this 

 

5. Before you place any files, open all 4c files at once as a soft proof. 

Go to File>Open and select all 4 files  
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6. First view of soft proof. 

Shows there is too much wasted white space around the image. 

 

7. Turn off black and yellow to check marks for registration color 

Turn off and on the CMYK colors on the right. 
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8. After confirming the marks and titles are correct, place the files on the 
DITR half sheet 

Press the plus [+] button on the right under unassigned files. Navigate to the folder where the files 
are saved; selected the files with control click. 

They will then appear in the unassigned space. 
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9. Drag files onto layout space 

If you drag all of them at once, they will be stacked and run off the edge of the layout. This can be 
fixed. 

 

10. Drag them off the top of the stack. 

In the assigned space in the right panel- red means part of the files is off the layout, and yellow 
means one image is on top of another. 
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11. Select a file in the layout, click on Auto-Fit to remove the excess white 
space.  

Yellow has been Auto-Fitted. Do that for the other files. 
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12. Files still do not make best use of layout space, each image needs to be 
rotated. 

Click on each image, click Rotate and select the degrees that make it fit better, in this case 90° All 
images are Auto-Fitted and rotated and fit well into the space. 
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13. Ready for imaging output 

Click on the output icon in the toolbar- the imager will prompt you to load a half sheet of film. 

 

14. Output asks for a file name 

You don't need to change the name of the file of the layout unless you want to ssve if for further 
use. 

 

15. Click save- then Production Manager will ask for a sheet to be loaded. 
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16. Load half sheet- vertically! 

Line the right edge of the film to the mark on the loading glass. Press green button when the DITR 
film is in place and it will load it on the drum. 

 

17. After pressing the green button the sheet will load and image. 

It takes about 2 minutes to image the half-sheet. Then it is ejected. 

 


